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Dimensions shown in mm 
Specifications and dimensions subject to change
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SURE-SEAL

For connector Order B D outer K  
size ref. Ø max. Ø max. cable Ø max. 
 
2 contacts 317-1398-000 17,00 9,70 5,28 – 5,79 52,07

3/4 contacts 317-1397-000 15,80 9,70 5,59 – 6,10 52,50

3/4 contacts 317-1399-000 19,40 12,90 8,76 – 9,65 52,07

5/7 contacts 317-8657-000 27,60 12,50 7,20 – 8,40 62,00

8/9/10 cont. 317-8657-002 31,50 17,50 10,00 –  12,40 64,00

For connector    Order       A     B    C    F H             L  
size            ref.       Ø max.  Ø max.  Ø max.   max.                max.

2 contacts  351-1640-000 10,41 32,39 19,18 5,84 1,40 17,53

3/4 contacts  351-1641-000 11,94 32,39 19,18 5,84 1,40 17,53

5/6/7 contacts  351-1633-000 19,43 55,88 36,70 8,00 1,65 20,57

8/9/10 cont.  351-1634-000 22,61 55,88 36,70 8,00 1,65 20,57
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Grommet

Grommets enable panel mounting of either plugs or receptacle. It snaps into a 
hole of a panel so non-flanged plugs or receptacles can be mounted.

Boot

Seals wired cable jackets to connector housing. It also provides abrasion resistance.

Wire Fillers

Wire hole fillers are inserted into unused cavities instead of a contact in order to 
create a watertight sealing.

Wire hole filler  
Mini SURE-SEAL 

Part Number 225-1012-000

Wire hole filler 
SURE-SEAL  

Part Number 225-0093-000

Accessories


